
SPINDLES FOR SADDLE FUSION MACHINES

SADDLE FUSION M A C H I N E S  LISTED O N  REVERSE SIDE



#PARTCAPACITYPIPEMODEL  TYPE

SADDLE FUSION MACHINES & ACCESSORIES
  

Standard 10" Top Frame w/Top Read Spindle (0-150 lbs.) 23 2" to  1¼" IPS S 084
45 4" to  1¼" IPS S 033
66 6" to  1¼" IPS S 052
864 8" to  1¼" IPS S 028

High Volume 16" Top Frame w/Top Read Spindle (0-150 lbs.) 23 2" to  1¼"   IPS S 087
45 4" to  1¼" IPS S 038
66 6" to  1¼" IPS S 059
864 8" to  1¼" IPS S 042
432 4" to 1¼" IPS S 063

Standard 10" Top Frame w/Bottom Read Spindle (0-150 lbs.) 23 2" to  1¼" IPS S 092
45 4" to  1¼" IPS S 073
66 6" to  1¼" IPS S 041

High Volume 16" Top Frame w/Bottom Read Spindle (0-150 lbs.)     23 2" to  1¼" IPS S 096
45 4" to  1¼" IPS S 078
66 6" to  1¼" IPS S 047

High Volume 16" Top Frame w/High Pressure Top Read Spindle
(0-340 lbs.) 23 2" to  1¼" IPS S 023

45 4" to  1¼" IPS S 064
66 6" to  1¼" IPS S 005
864 8" to  1¼" IPS S 093
432 4" to 1¼" IPS S 043

Liners 2" to 1¼" IPS L 827
3" to 2" IPS L 814
4" to 2" IPS L 832
4" to 3" IPS L 856
6" to 4" IPS L 809
8" to 6" IPS L 841

Tapping Tee Holders 250 Plexco-Central-Phillips T 951
251 Dupont T 986
253 Rahn T 913
255 Phillips T 924

High Volume Tapping Tee Holders 250 HV Plexco T 942
251 HV Dupont T 905
255 HV Phillips T 937
305 HV Phillips (31/16" OD Cap) T 989

Specialty Holders Are Made To Order. Static Ground Straps Are Available For All Saddle Fusion Machines.
All Q-Tek Liners and Tapping Tee Holders Are Interchangeable On All Q-Tek Saddle Fusion Machine Models.

Model 423 Saddle Fusion Machine Does Not Have An Interchangeable Top Frame.
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